Safety ALU.

Traka za parnu branu

Safety ALU je polimer bitumenska traka proizvedena sa APP
masom; zahvaljujuci ulosku od staklenog voala spojenim
sa aluminijumom deluje kao parna brana i sprecava prolaz
pare spreCavajuci time da osteti izolacione materijale
(dituzija vodene pare = 1.000.000).

ALU

Safetu ALU prednosti,

Parna brana

lzvanredna otpornost na UV zradenje

Odli¢na toplotna otpornost
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Dobra postojanost na hladnodi

TEHNICKE KARAKTERISTIKE « TECHNICAL FEATURES

PROIZVODI U mm

Opis Masa Postojanost na Debljina Povrsinaf Rolna/paleta
Description Compound hladnoci Thickness rolna Rolls /pallet
Cold Flexibility Surface/roll
mm m? n°
SAFETY ALU PLAST EPP 3 mm APP 3 10 23

Safety SA.

Samolepljive polimer bitumenske trake ip

Polimer bitumenske trake sa samolepljivom povrsinom

omogucuju ugradnju bez varenja. Pogodne za laku

primenu pri hidroizolaciji ravnih i kosih krovova u narocito
zahtevanim situacijama tokom kojih mere bezbednosti

ne predvidaju ili ne dozvoljavaju upotrebu otvorenog

plamena ili kada se hidroizolacija mora izvesti preko

drvenih povrsina ili izolacionih panela. PP
5
SA

SA

Safety SA. Prednosti.

Trake nove generacije, sa izvanrednim
svojstvom lepljena

Debljina trake ostaje nepromenjena jer se
ne zagreva plamenom

Povecana bezbednost od poZara
na gradilistima

Bezbednije po zdravije izvodada jer se ne stva-
ra plamen pri ugradnyji

Dvojna masa za bolju karakterizaciju proiz-
voda

TEHNICKE KARAKTERISTIKE « TECHNICAL FEATURES

PROIZVODI U mm

Opis Masa Postojanost na Debljina Povrsina/ Rolna/paleta
Description Compound hladnodi Thickness rolna Rolls /paliet
Cold Flexibility Surface/roll
mm m? n°
SAFETY SAV 3 -15 3
SAFETYSAP3 -15
SAFETY SA P MINERAL 4
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Safety ALU.

Vapour barrier membrane

SAFETY ALU is a polymer bitumen membrane made with
APP compound; thanks to the fibre glass carrier coupled
with aluminium acts as a vapour barrier to prevent its
passage and preventing it from damaging the insulating
materials (vapour transmissibility p=1.000.000).

PRIMENA. INTENDED USE

Safety ALU Benefits.

Vapour barrier

Great resistance to UV rays

Great heat resistance

Good cold flexibility
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PROIZVODI U mm

Temelji Viseslojni sistemi Jednoslojni sistemi Krovni podmetac
Foundations Multilayer systems Single-layer systems Undertile-Underlayer
Vlaga Podzemna Sredniji sloj ili podloga Zavrsni sloj Teska Vidljiv sloj
Rising damp voda Intermediate layer or substrate Layer to finish zaStita Visible layer
Groundwater "L o oxdita  Vidljivsloj  Teskazattita | Vidlivsleg 5P Heow
S.P. Heavy Visible layer S.P. Heavy  Visible layer
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Safety SA.

Self-adhesive
bitumen polymer membrane

Bitumen polymer membranes with adhesive surface
allows adherence by contact in the application.
Suitable for ease of application for waterproofing
of flat and pitched roofs in particular required
safety measures during situations which the use of
open flames is inadvertent or forbidden, or when
waterproofing must be performed over a wood
surface or insulating panels.

PRIMENA. INTENDED USE

Safety Self-adhesive Benefits.

New generation of membranes,
with great adhesion capacity

It keeps membrane thickness unaltered
because it does not flash

Increased fire safety on construction sites

Greater healthiness for applicators
because no smoke develops
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during application
APP Dual compound for better
SA product characterization

PROIZVODI U mm

Temelji Viseslojni sistemi Jednoslojni sistemi Krovni podmetac
Foundations Multilayer systems Single-layer systems Undertile-Underlayer
Viaga Podzemna Sredniji sloj ili podloga Zavrsni sloj TeSka Vidljiv sloj
Rising damp voda Intermediate layer or substrate zastita Visible layer
Groundwater —r . astita  Vidljivsloj  Telkazadtita  Vidljivsloj o Heaw
S.P. Heavy Visible layer S.P. Heavy  Visible layer
)
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